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Self-Propelled Telescopic Boom Lifts 

SPBL-40T/ SPBL-42T 
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SPBL-40T/ SPBL-42T 
S.W.L ķŧţŐŉķŏğĸŁŁĵŖğ 
SPBL-40T..........................................340 kg 
SPBL-42T..........................................230 kg 

Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ 
SPBL-40T.......................................................................40.00m 
SPBL-42T.......................................................................42.00m 

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ 
SPBL-40T.......................................................................38.00m 
SPBL-42T......................................................................40.00m 

Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ 
SPBL-40T.......................................................................22.10m 
SPBL-42T......................................................................24.20m 

Turntable tailswi ng ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ 
Axle  retracted  .................................................................1.86m 
Axle  extended  ................................................................1.24m 

Below ground reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţĠıŎğŁŎŚĨţŐŋŀŗŢĸķļŕţķ 
SPBL-40T.........................................................................1.98m 
SPBL-42T.........................................................................3.00m 

Ov erall length ĢŅŐĿŀŐŅĵŏţĥŉĿĲ 
SPBL-40T.......................................................................13.00m 

SPBL-42T................................................................. ......14.25m 
SPBL-42T(transport  position)........................................12.17m 

Ov erall width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ 
Axle   retracted.....................;.............................................2.49m 
Axle   extended..................................................................3.80m 

 
 

SPBL-40T SPBL-42T 

 
 
 
 
 

Ov erall  height ĢŅŐĿňŗĥĵŏţĥŉĿĲ....................................3.07m 
Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ........................2.40 X 0.90m 
Ground clearance ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ.............0.32m 
Wheelbase    ŁŎŀŎŃţŋ...................................................3.80m 
Turning radius ŅĥŚŃœţŀŅ (Axle retracted) 

Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ............................4.50/6.85m 

Turning  radius  ŅĥŚŃœţŀŅ  (Axle extended) 

Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ............................2.50/5.95m 
 

Turret rotation    ğŐŁŉĿŖķ...........................360°  continuous 

Platform  rotation ğŐŁŉĿŖķğŁŎŚĨţŐ.................................160° 

Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ.......130°  (+70°  /-60°   ) 
 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
Perkins  804-33T...........................................62kw/3000 rpm 

Kubota  V3800DI-T.....................................61.6kw/2200 rpm 

 

Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ........................................4.8  km/h 
Raised or extended below 80ft ğŁŎŚĨţŐňŗĥŚğŒķ 80ĽŖĳ..1.1 km/h 
Raised or extended above 80ft ğŁŎŚĨţŐňŗĥŞĿŢŚğŒķ 80ĽŖĳ..0.5 km/h 

 

Gradeability(stowed)  ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ..........................40% 

Maximum  slope  ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ.................................... 5° 
 

Hydraulic  tank  ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ................................208 L 

Diesel  tank  ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ.......................................151 L 
 

Tyres ŀŐĥ .......................................................445/65  D22.5 
 

Weight ķŧţŐŉķŏğŁĴ 
SPBL-40T................................................................20400kg 

SPBL-42T................................................................20560kg 
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Standard equipment 

-  Can Bus Technology 

-  Proportional controls 

-  Saf ety electric pump 

-  Horn 

-  Hour meter 

-  Ov er loading limited(EN280 standard) 

-  Tilt protection 

-  Tilt alarm 

-  360° continuous turntable rotation 

-  Self -lev eling platf orm 

-  Fault indication on platf orm 

-  Hy draulic platf orm rotation 

-  Anti-restart engine protection 

-  Glow plugs f or cold starting  

-  Extendable axles 

-  Oscillating axle 

-  4WD 

-  4WS 

-  European III emission engine 

-  Ov er loading limited 

-  Deadman switch 

-  Hy draulic oil cooler 

-  Rough terrain f oam-f illed tyres 

 
Options 

-  Hy draulic generator 

-  Hy draulic welder 

-  Hy draulic compressor 

-  Hy draulic water pump 

-  AC power on the platf orm 

-  Platf orm work lights 
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Self-Propelled Telescopic Boom Lifts 

SPBL-36T/ SPBL-38T 
A1  

 

C C 

          E    E  
   

         B  B  
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A A  

 
 

SPBL-36T/ SPBL-38T 
S.W.L ķŧţŐŉķŏğĸŁŁĵŖğ 
SPBL-36T......................................................................340  kg 

SPBL-38T......................................................................230  kg 

Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ 
SPBL-36T.....................................................................36.00m 
SPBL-38T.....................................................................38.00m 

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ 
SPBL-36T.....................................................................34.00m 

SPBL-38T.....................................................................36.00m 

Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ 
SPBL-36T.....................................................................22.10m 
SPBL-38T.....................................................................24.20m 

Turntable tailswi ng ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ 
Axle   retracted................................................................1.86m 
Axle   extended...............................................................1.24m 

Below ground reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţĠıŎğŁŎŚĨţŐŋŀŗŢĸķļŕţķ 
SPBL-36T.......................................................................1.98m 
SPBL-38T.......................................................................3.27m 

Ov erall length ĢŅŐĿŀŐŅĵŏţĥŉĿĲ 
SPBL-36T.....................................................................13.00m 
SPBL-38T.....................................................................14.25m 
SPBL-38T(transport  position)......................................12.50m 

Ov erall width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ 
Axle   retracted................................................................2.49m 
Axle   extended................................................................3.80m 

Ov erall  height  ĢŅŐĿňŗĥĵŏţĥŉĿĲ...................................... 3.07m 

Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ..........................2.40 X  0.90m 

SPBL-36T SPBL-38T 

 
 
 
 
 
 

Ground clearance    ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ................0.32m 

Wheelbase    ŁŎŀŎŃţŋ.....................................................3.80m 

Turning radius ŅĥŚŃœţŀŅ (Axle retracted) 

Inside/Outside   ľŐŀŝķ/ľŐŀķŋğ...............................4.50/6.85m 

Turning Turning radius ŅĥŚŃœţŀŅ.............................2.50/5.95m 
 

Turret rotation ğŐŁŉĿŖķ................................360°   continuous 

Platform  rotation ğŐŁŉĿŖķğŁŎŚĨţŐ....................................160° 

Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ..........130°  (+70°  /-60°   ) 
 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
Perkins  804-33T.............................................  62kw/3000 rpm 

Kubota  V3800DI-T......................................  61.6kw/2200 rpm 
 

Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ..........................................4.8  km/h 

Raised or extended below 80ft ğŁŎŚĨţŐňŗĥŚğŒķ 80ĽŖĳ...1.1 km/h 
Raised or extended above 80ft ğŁŎŚĨţŐňŗĥŞĿŢŚğŒķ  80ĽŖĳ....0.5 km/h 
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Gradeability(stowed)  ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ.............................40% 

Maximum  slope ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ........................................5° 
 

Hydraulic  tank  ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ...................................208 L 

Diesel  tank  ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ..........................................151 L 

Tyres  ŀŐĥ  ..........................................................445/65 D22.5 
 

Weight ķŧţŐŉķŏğŁĴ 
SPBL-36T..................................................................19500kg 

SPBL-38T..................................................................19850kg 

 

Swing out engine tray 
3 

A
er

ia
l 

O
rd

e
r 

P
ic

k
e
rs

 
A

lu
m

in
iu

m
 

o
rk

 P
la

tf
o

rm
s
 

S
c
is

s
o
r 

L
if
ts

 
B

o
o

m
 L

if
ts

 

13.00 m  A  14.25 m  

--- A1  12.50 m  

3.80 m  B  3.80 m  

3.07 m  C 3.07 m  

2.49 m  D 2.49 m  

0.32 m  E  0.32 m  

 



St an d ard  eq u i pm e nt  

- Can Bus Technology 

- Proportional controls  

- Saf ety electric pump 

- Horn 

- Hour meter 

- Ov er loading limited(EN280 standard)  

- Tilt protection 

- Tilt alarm 

- 360° continuous turntable rotation 

- Self -lev eling platf orm 

- Fault indication on platf orm 

- Hy draulic platf orm rotation 

- Anti-restart engine protection 

- Glow plugs f or cold starting 

- E xt e n d abl e  a xl e s 

- Oscillating axle 

- 4WD 

- 4WS 

- European III emission engine 

- Ov er loading limited 

- Deadman switch 

- Hy draulic oil cooler 

- Rough terrain f oam-f illed ty res 

 
Options 

- Hy draulic generator 

- Hy draulic welder  

- Hy draulic compressor 

- Hy draulic water pump 

- AC power on the platf orm 

- Platf orm work lights 
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Self-Propelled Telescopic Boom Lifts 

SPBL-32T/ SPBL-34T 
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SPBL-32T/ SPBL-34T 
S.W.L ķŧţŐŉķŏğĸŁŁĵŖğ 
SPBL-32T....................................................................340  kg 

SPBL-34T....................................................................230  kg 
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Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ 
SPBL-32T...................................................................32.00m 
SPBL-34T...................................................................34.00m 

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ 
SPBL-32T...................................................................30.00m 

SPBL-34T...................................................................32.00m 

Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ 
SPBL-32T...................................................................21.10m 
SPBL-34T...................................................................22.50m 

Turntable tailswi ng ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ 
Axle   retracted...............................................................1.68m 
Axle   extended................................................ ..............1.24m 

Below ground reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţĠıŎğŁŎŚĨţŐŋŀŗŢĸķļŕţķ 
SPBL-32T.....................................................................1.98m 
SPBL-34T.....................................................................3.00m 

Ov erall length ĢŅŐĿŀŐŅĵŏţĥŉĿĲ 
SPBL-32T...................................................................12.00m 

SPBL-34T...................................................................13.50m 
SPBL-34T(transport   position)....................................12.00m 

Ov erall width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ 
Axle   retracted...................................................... .........2.49m 
Axle   extended..............................................................3.35m 
Ov erall  height ĢŅŐĿňŗĥĵŏţĥŉĿĲ......................................3.07m 

Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ.........................2.40 X  0.90m 
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Ground clearance    ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ.......0.32m 

Wheelbase    ŁŎŀŎŃţŋ.............................................3.66m 

Turning radius ŅĥŚŃœţŀŅ (Axle retracted) 

Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ......................4.01/6.75m 

Turning  radius  ŅĥŚŃœţŀŅ  (Axle extended) 

Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ......................2.59/5.74m 
 

Turret rotation ğŐŁŉĿŖķ.......................360°   continuous 

Platform  rotation ğŐŁŉĿŖķğŁŎŚĨţŐ..........................160° 

Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ.130°  (+70°  /-60°  ) 
 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
Perkins  804-33T.....................................62kw/3000 rpm 

Kubota  V3800DI-T...............................61.6kw/2200 rpm 
 

Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ..................................4.8  km/h 

Raised or extended ....................1.1 km/h 

 

Gradeability(stowed)  ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ....................40% 

Maximum  slope ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ..............................5° 
 

Hydraulic tank ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ..........................208  L 

Diesel  tank  ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ.................................151 L 
 

Tyres ŀŐĥ..................................................385/65 D22.5 
 

Weight ķŧţŐŉķŏğŁĴ 
SPBL-32T.........................................................18150kg 

SPBL-34T.........................................................19000kg 
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Standard equipment 
-  Can Bus Technology  

-  Proportional controls  

-  Saf ety electric pump 

-  Horn 

-  Hour meter 

-  Ov er loading limited(EN280 standard)  

-  Tilt protection 

-  Tilt alarm 

-  360° continuous turntable rotation 

-  Self -lev eling platf orm 

-  Fault indication on platf orm 

-  Hy draulic platf orm rotation 

-  Anti-restart engine protection 

-  Glow plugs f or cold starting  

-  Extendable axles 

-  Oscillating axle 

-  4WD 

-  4WS 

- European III emission engine 

- Ov er loading limited 

- Deadman switch 

- Hy draulic oil cooler 

- Rough terrain f oam-f illed tyres 

 
Options 

- Hy draulic generator 

- Hy draulic welder  

- Hy draulic compressor 

- Hy draulic water pump 

- AC power on the platf orm 

- Platf orm work lights 
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SPBL-26T/ SPBL-28T 
S.W.L  ķŧţŐŉķŏğĸŁŁĵŖğ......................................................230 kg 

Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ 
SPBL-26T.....................................................................26.00m 
SPBL-28T............................................................. ........28.00m 

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ 
SPBL-26T.....................................................................24.00m 
SPBL-28T.....................................................................26.00m 

Wheelbase    ŁŎŀŎŃţŋ..................................................3.66m 

Self-Propelled Telescopic Boom Lifts 

SPBL-26T/ SPBL-28T 
 

11.2 0 m  A  12.5 0 m  

--- A1  11.50 m  

3.66 m  B  3.66 m  

3.07 m  C 3.07 m  

2.49 m  D 2.49 m  

0.32 m  E  0.32 m  

 

 

 

 

 
Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ 
SPBL-26T.....................................................................21.00m 
SPBL-28T.....................................................................22.50m 

Turntable tailswi ng ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ 
Axle  retracted  ...............................................................1.68m 
Axle extended(option)....................................................1.24m 

Below ground reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţĠıŎğŁŎŚĨţŐŋŀŗŢĸķļŕţķ 
SPBL-26T......................................................................1.98m 
SPBL-28T......................................................................3.00m 

Ov erall length ĢŅŐĿŀŐŅĵŏţĥŉĿĲ 
SPBL-26T....................................................................11.20m 
SPBL-28T....................................................................12.50m 
SPBL-28T(transport  position)......................................11.50m 

Ov erall width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ 
Axle  retracted  ................................................... ............2.49m 
Axle  extended(option) ..................................................3.35m 
Ov erall height ĢŅŐĿňŗĥĵŏţĥŉĿĲ.......................................3.07m 
Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ..........................1.83 X 0.76m 
Ground  clearance ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ.................0.32m 

 

SPBL-26T SPBL-28T 

Turning radius ŅĥŚŃœţŀŅ (Axle retracted) 
Inside/Outside ľŐŀŝķ/ľŐŀķŋğ...........................4.01/6.75m 
Turning radius ŅĥŚŃœţŀŅ (Axle extended)-option 
Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ...........................2.59/5.74m 

 
Turret rotation ğŐŁŉĿŖķ............................360° continuous 
Platform rotation ğŐŁŉĿŖķ...........................................160° 
Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ.......130°  (+70°  /-60°   ) 

 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
Perkins  804-33T..........................................62kw/3000 rpm 

Kubota  V3800DI-T....................................61.6kw/2200 rpm 

 

Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ........................................5.5km/h 

Raised or extended ........................1.1 km/h 
 

Gradeability(stowed) ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ 
4  X  4(option)................................................................. 40% 

4  X  2............................................................................ 30% 
 

27m 

24m 

21m 

18m 

15m 

12m 

9m 

6m 

3m 

0m 

-3m 

 

27m 

24m 

21m 

18m 

15m 

12m 

9m 

6m 

3m 

0m 

-3m 

Maximum  slope ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ....................................5° 

Hydraulic  tank  ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ................................180 L 

Diesel  tank  ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ.......................................120 L 

Tyres  ŀŐĥ........................................................385/65 D22.5 

 

 

Weight ķŧţŐŉķŏğŁĴ 
SPBL-26T...............................................................18000kg 

SPBL-28T...............................................................18150kg 

 

 

-3m    0 m   3m       6 m    9m     12m   15 m   18 m  21 m  24m     -3m     0 m   3 m      6 m    9m     12m   15 m   18 m  21m 24 m  
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dard)  

Standard equipment 

-  Can Bus Technology  

-  Proportional controls  

-  Saf ety electric pump 

-  Horn 

-  Hour meter 

-  Tilt protection 

-  Tilt alarm 

-  Deadman switch 

-  Rough terrain f oam-f illed tyres 

 
Options 

-  Hy draulic generator 

-  Hy draulic welder  

-  Hy draulic oil cooler 

-  Hy draulic compressor 

-  360° continuous turntable rotation - Hy draulic water pum p 

-  Self -lev eling platf orm 

-  Fault indication on platf orm 

-  Hy draulic platf orm rotation 

-  Anti-restart engine protection 

-  Glow plugs f or cold starting  

-  Oscillating axle 

-  2WD 

-  European III emission engine 

-  Ov er loading limited 

-  Extendable axles 

-  4WD 

-  AC power on the platf orm 

-  Ov er loading limited(EN280 stan 

-  Platf orm work lights 
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Self-Propelled Telescopic Boom Lifts 

SPBL-14T/ SPBL16T 
 

 

 

 

 

 

 

 
 

SPBL-14T/ SPBL-16T 

S.W.L  ķŧţŐŉķŏğĸŁŁĵŖğ......................................................230 kg 
 

Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ 
SPBL-14T.....................................................................14.00m 

SPBL-16T.....................................................................16.00m 

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ 
SPBL-14T.....................................................................12.00m 

SPBL-16T.....................................................................14.00m 

 
Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ 
SPBL-14T.......................................................................9.65m 

SPBL-16T.....................................................................11.60m 

Turntable  tailswing ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ........................0.86m 

Below ground reach ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţĠıŎğŁŎŚĨţŐŋŀŗŢĸķļŕţķ 
SPBL-14T.......................................................................0.50m 

SPBL-16T.......................................................................1.50m 

Ov erall length 

SPBL-14T............................................................... ........7.40m 

SPBL-16T.......................................................................8.41m 

SPBL-16T(transport  position)........................................7.10m 

SPBL-14T SPBL-16T 

Ov erall  width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ............................2.30m 
Ov erall height ĢŅŐĿňŗĥĵŏţĥŉĿĲ...............................2.55m 
Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ.................1.83 X 0.76m 
Ground clearance ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ.........0.30m 
Wheelbase  ŁŎŀŎŃţŋ...............................................2.20m 

Turning radius ŅĥŚŃœţŀŅ 
Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ......................2.22/5.10m 

 

Turret  rotation ğŐŁŉĿŖķ.........................360°continuous 

Platform  rotation ğŐŁŉĿŖķğŁŎŚĨţŐ...........................160° 

Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ......130° (+70°/-60°) 

 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
Perkins  404D22  ....................................38kw/3000 rpm 

Kubota  V2403-M-DI...............................34kw/2400  rpm 
 

Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ......................................6  km/h 

Raised or extended .....................1.1  km/h 

 

Gradeability(stowed) ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ 
4  X 4(option)............................................................40% 

4  X  2........................................................................30% 

Maximum  slope ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ...............................5° 

 

Hydraulic tank ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ..........................160  L 

Diesel  tank  ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ...................................75 L 
 

Tyres    (solid)   ŀŐĥ(ĳŏķ).......................................33x12-20 
 

Weight ķŧţŐŉķŏğŁĴ 
SPBL-14T...........................................................6500kg 

GTBZ-16S..........................................................6750kg 
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Standard equipment 

-  Can Bus Technology  

-  Proportional controls  

-  Saf ety electric pump 

-  Horn 

-  Hour meter 

-  Tilt protection 

-  Tilt alarm 

-  360° continuous turntable rotation 

-  Self -lev eling platf orm 

-  Fault indication on platf orm 

-  Hy draulic platf orm rotation 

-  Anti-restart engine protection 

-  Glow plugs f or cold starting  

-  Flashing beacons 

-  2WD 

-  European III emission engine 

-  Ov er loading limited 

-  Deadman switch 

Options 

-  Hy draulic generator 

-  Hy draulic welder  

-  Hy draulic compressor 

-  Hy draulic water pump 

-  Hy draulic oil cooler 

-  AC power on the platf orm 

-  Oscillating axle 

-  Ov er loading limited(EN280 standard)  

-  Platf orm work lights 

-  4WD 

-  Rough terrain f oam-f illed tyres 
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Self-Propelled Articulating Boom Lifts 

SPBL-16A 
 

 

 

 

 

 

 

 

SPBL-16A 
 

S.W.L ķŧţŐŉķŏğĸŁŁĵŖğ    

 

Working height ŁŎĲŏĸĢŅŐĿňŗĥĵœŢĵŧŐĥŐķŞĲţ    

Platform floor height ĢŅŐĿňŗĥĠŋĥśĵŢķŀŕķ    

 

Max. horizontal reach  ĢŅŐĿŀŐŅĵœŢŀŕĲŞĲţŝķśķŅķŋķ    

Turntable tailswi ng ŁŎŀŎŉĿŖķňŢŅķĵţŐŀŁĴ    

Up and ov er clearance    
Ov erall length ĢŅŐĿŀŐŅĵŏţĥŉĿĲ   

Length (transport position) ĢŅŐĿŀŐŅ    
Ov erall width ĢŅŐĿğŅţŐĥĵŏţĥŉĿĲ    
Ov erall height ĢŅŐĿňŗĥĵŏţĥŉĿĲ      
Platform size ĠķŐĲĠŋĥśĵŢķŀŕķ   
Ground clearance   ŁŎŀŎŉŢŐĥŁŎŉŅŢŐĥŁĴğŏĸļŕţķ      
Wheelbase   ŁŎŀŎŃţŋ     
Turning radius ŅĥŚŃœţŀŅ 

Inside/Outside  ľŐŀŝķ/ľŐŀķŋğ   

 

Turret rotation   ğŐŁŉĿŖķ    

Basket rotation ğŐŁŉĿŖķğŁŎŚĨţŐ    

Jib mov ement ğŐŁĹŁŏĸŁŎĲŏĸğŁŎŚĨţŐ    

 

Engine ŚĢŁŕŢŋĥŀķĳŦ 
 

 
Trav el speed ĢŅŐĿŚŁšŅĠŏĸŚĢŃŕŢŋķ 
Stowed ŀğğŁŎŚĨţŐĠŔţķ    

Raised or extended below  ğŁŎŚĨţŐňŗĥŚğŒķ    

 

Gradeability(stowed) ĢŅŐĿĨŏķĵœŢĠŔţķŞĲţ 
 
 

Maximum slope    

ļŕţķŚŋœŀĥŞĲţŞĿŢŚğŒķ 

Hydraulic tank  

ĴŏĥķŧţŐĿŏķŞŌĲŁŋŃŒĢ 
Diesel tank    

ĴŏĥķŧţŐĿŏķŚĨŕţŋŚļŃŒĥ 
 

Tyres (solid)    

ŀŐĥ(ĳŏķ) 

G 

Weight 

ķŧţŐŉķŏğŁĴ 
 
 

Deadman switch 
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